Requirements-IP camera-surviellance CSED Building

|
Sr. No. Location Up-Link Location No. Of camera
Dome Bullet
1 Entry-1-Ground Floor Data Centre 1 1
2 Entry-2-Ground Floor IT room 3rd Floor 1 1
3 Entry-1-Second Floor Data Centre 1
4 Entry-2-Second Floor IT room 3rd Floor 1
5 Entry-3-Second Floor Data Center 1
6 Lab-L0O02-Ground Floor IT room 3rd Floor 2
7 Lab-1429 IT room 5th Floor 2
Quantity 9 2
Total cameras 1




BoQ - IP camera Surveillance CSED-Entry/Exit and Two labs
Sr.No. Description H
"> — Supply of ltems I
Z4MP Dome Cameras for indoor areal/3" Progressive CMOS, ICR,
2560x1440:20fps(P)/(N), 2 gmm/F2.0 lens (4/6mm optional),
1114 265+/H265/H.264+&H.264, 1P67,IK10, DWDR, 3D DNR, BLC, IR range: up to
30m, with DC12V PoE adapter, with 2 years warranty Nos.

AMP Bullet Cameras for outdoor areas. 1/3" Progressive Scan CMOS; 2.8 to 12
“|mm Motorized Lens, Day/Night vision, H.265+/H.265/ H.264+/ H.264/ MIPEG,
2 Color: 0.01 lux @(F1.2, AGC ON), 0 lux with IR; 25fps/30fps (2560*440,
1920*1030); 3 VCA functions; 3 streams; 3D DNR; ICR; EXIR; Built-in micro
SD/SDHC/SDXC slot, 50mtr IR supported, IP 67, with DC12V PoE adapter(Two
years On-stie warranty). Nos.
16 channel NVR, 256Mbps Incoming/ andwidth Input Max{up to 16-
ch IP video), 4 SATA interfaces, 2U case,19",HDMI output resolution 4K input

and 4K output , Decoding ﬁo:,:mﬁx.Nmm+\I.Nmm\I.Nmb\I.Mmbiﬁzo years on-
site warrant
4618 HDD

Outgoing B

5|Layer 2 Switch : 8 Port 100/

[ 7|cAT-6 Roll (300M)
| 8|CAT 61/0 with SMB
9|Supply of Patch cords {.5m) CAT6
10!25mm Coduit/Batton will all accessori

[ 1|Leying of CAT 6 Cable
[ 2[Termination of CAT6 /O
! Laying of mosgc.ﬁ\wmﬂo:\m_mx._g_m
! Installation of Bullet/Dome Camera
! Installation & Configuration of NVR
! Installation & Configuration of Software for Cameras

1000M RJ 45

as for installation E




